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Form to set up test automatic communication into operation (SOAP)

This document and its content are confidential. It is forbidden to reproduce the document or  its parts, to show it to third parties or to use it for any other purposes than it was provided for without prior written agreement by OTE, a.s.
Form to set up test automatic communication into operation (SOAP)
  
Part I. – Identification of external subject
ID participant:      
Company name:      
Contact persons:

	Name
	Function
	E-mail
	Phone no.

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     


Part II. – Type of communication
  FORMCHECKBOX 

Client – server
 FORMCHECKBOX 

Server – server

Part III. – Required information to access on OTE Web service server
IP address:      
     
     
Certificate:      
Part IV. – Required information to access on external subject web service server 

IP address:      
Port:      
URL:      
Part V. – Channel type for message delivery and their format
	Message code
	Channel of message delivery
	Format (XML/EDI/TXT)

	     
	 FORMDROPDOWN 
       
	 FORMDROPDOWN 


	     
	 FORMDROPDOWN 
       
	 FORMDROPDOWN 


	     
	 FORMDROPDOWN 
       
	 FORMDROPDOWN 


	     
	 FORMDROPDOWN 
       
	 FORMDROPDOWN 


	     
	 FORMDROPDOWN 
       
	 FORMDROPDOWN 


	     
	 FORMDROPDOWN 
       
	 FORMDROPDOWN 


	     
	 FORMDROPDOWN 
       
	 FORMDROPDOWN 


	     
	 FORMDROPDOWN 
       
	 FORMDROPDOWN 


	     
	 FORMDROPDOWN 
       
	 FORMDROPDOWN 


	The others
	 FORMDROPDOWN 
       
	 FORMDROPDOWN 



Instructions for completing form
Part I.

Enter your identifying information.
Part II.

Please specify, whether you want use the automatic communication only as client mode (client – server) or also as server (server – server) mode or if you want to use email communication. Mode client – server means, that you send your data by calling a Web service and data back get either by email or you will pick up data by calling web services on the server OTE. Mode server – server means, that also on your side is the server that offers web services. You pass the data by calling the Web service on the part of OTE and you receive the data back so that the OTE system will call the web service on your side. 

Notice: CDS system does not enable to pick response up when ask for a data. Data from the CDS can be obtained either by email or put your Web service into service. 
Part III.

Used to obtain data that are needed to allow Web services call on the server OTE by external subject. Fill in IP address of outgoing messages into the IP address field. When there are multiple outgoing IP addresses, the additional fields are available.  
Specify certificate, by which will be established https connection. The certificate must be from CA, which OTE trusts. Currently, they are OTECA certification authorities or I.CA (qualified certificates). It comes as a file in the format *.cer.
Notice: When defining IP addresses you must pay attention to address translation (NAT), or to existence of redundant links and the associated possibility of multiple outgoing IP addresses.
If you request a software certificate it is necessary to turn to I.CA. OTECA provides only hardware certificates.
Part IV.

Is required, if an external subject requests communication server - server. There is necessary to fill in information about  Web service of the external subject, i.e. target server's IP address, on which is running the Web service, its port ant its URL. Connection will be established using CDS server certificate from address 91.209.101.31.

Part V.

Channel type of message delivery and their format.  For each type of message it can be defined its own method of delivery and format. THE OTHERS code defines a way for those messages that are not listed. Choice "Email" means delivery by email and must be completed e-mail address to which the message should be sent. The option "CLIENT" means that an external subject will pick the messages up itself by calling a Web service, in this case, the secondary field left blank. The option "HTTP" means that the system calls the OTE web service on the side of external subject, in this case the secondary field left blank.

Notice: For each message, you can choose only one method of delivery. I.e. it is necessary to choose between picking up by email or web service. TXT format can be used only with listed messages, see. documentation.

Appendix:

According to the test scenarios these basic services will be available on the port 1443.

https://cds.sand.ote-cr.cz:1443/KSX/cdsService

https://cds.sand.ote-cr.cz:1443/KSX/marketService

https://cds.sand.ote-cr.cz:1443/KSX/reportService

https://cds.sand.ote-cr.cz:1443/KSX/commonService
https://cds.sand.ote-cr.cz:1443/KSX/ediService
https://cds.sand.ote-cr.cz:1443/KSX/etsoStatusRequestService

https://cds.sand.ote-cr.cz:1443/KSX/etsoCapacityService

https://cds.sand.ote-cr.cz:1443/KSX/etsoScheduleService
https://cds.sand.ote-cr.cz:1443/KSX/cdsGasService
https://cds.sand.ote-cr.cz:1443/KSX/cdsEdigasService
https://cds.sand.ote-cr.cz:1443/KSX/commonGasService
wsdl for services
https://cds.sand.ote-cr.cz:1443/KSX/cdsService.wsdl

https://cds.sand.ote-cr.cz:1443/KSX/marketService.wsdl

https://cds.sand.ote-cr.cz:1443/KSX/reportService.wsdl

https://cds.sand.ote-cr.cz:1443/KSX/commonService.wsdl

https://cds.sand.ote-cr.cz:1443/KSX/ediService.wsdl

https://cds.sand.ote-cr.cz:1443/KSX/etsoStatusRequestService.wsdl

https://cds.sand.ote-cr.cz:1443/KSX/etsoCapacityService.wsdl

https://cds.sand.ote-cr.cz:1443/KSX/etsoScheduleService.wsdl
https://cds.sand.ote-cr.cz:1443/KSX/cdsGasService.wsdl
https://cds.sand.ote-cr.cz:1443/KSX/cdsEdigasService.wsdl
https://cds.sand.ote-cr.cz:1443/KSX/commonGasService.wsdl
For more information please contact elektro@ote-cr.cz.

� Please send the completed form to � HYPERLINK "mailto:oteautocomm@logica.com" �oteautocomm.cz@logica.com� (in copy to � HYPERLINK "mailto:elektro@ote-cr.cz" �elektro@ote-cr.cz�)
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